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ROAD CLOSED TO THRU TRAFFIC
BARRICADE SET UP

Variable D |

Type III Barricades and R11-4-4830 signs
shallbe as shown in “Road

Closed To AllThru Traffic’ detallon Highway
Standard 702001, If the distance "D
exceeds 600 m (2000 an additfionalset of
barricades and R11-4-4830 shallbe placed
at each end of the work area.

GENERAL NOTES

** Where localaccess is to be maintained,
barricades are to be set up as shown
above in Road Closed to thru traffic.

Type III Barricades and R11-2-4830 signs
shallbe as shown In “Road

Closed To AllTraffic” detallon Highway
Standard 702001,

Longltudinal dimensions may be adjusted fo
fit+ fleld conditions.
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CONDITION 1II

When distance from closure to crossroad
is greater than 450 m (15009

SYMBOLS

When the distance between the barricade
and fthe intersection is between 450 m
(1500 and 600 m (20009, the advance sign
shallbe placed at the Intersection. When
the distance between the barricade and
the Intersection Is over 600 m (20007, an
additional sign shallbe placed at the
Intersection. The additional sign shall give
the distance to the barricade In miles
or fractions of a mile.

All dimensions are in millimeters (inches)
unless otherwise shown.
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REVISTONS TYPICAL APPLICATION OF

Type Il Barricade with Flashers

TRAFFIC CONTROL DEVICES

FOR ROAD CLOSURE

Sign with flashing light

TRAFFIC CONTROL FOR

ROAD CLOSURE
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